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(GILBERT

ARIZONA

Planning Commission

Study Session
TO: PLANNING COMMISSION / DESIGN REVIEW BOARD
FROM: JOSH ROGERS, PLANNER I1 7R

(480) 503-6589, JOSH.ROGERS@GILBERTAZ.GOV

THROUGH: CATHERINE LORBEER, AICP, PRINCIPAL PLANNER (17/
(480) 503-6016, CATHERINE.LORBEER@GILBERTAZ.GOV

MEETING DATE: JANUARY 8§, 2019

SUBJECT: DR19-169, SUPERSTAR CAR WASH

STRATEGIC INITIATIVE: Prosperous Community

This project would allow for a new car wash development on undeveloped property within the

Santan Character Area

REQUEST

DR19-169 SUPERSTAR CAR WASH: Site plan, landscape, grading and drainage, elevations,
floor plans, lighting, colors and materials, for approximately 1.39 acres, generally located on the
northeast corner of Val Vista Dr. and Riggs Rd., and zoned Shopping Center.

RECOMMENDED MOTION

Request for input only. No motion required.

APPLICANT OWNER

Company: Cawley Architects, Inc Company:  CAI Investments

Name: Brian Tirko

Address: 730 N. 52" St. Address: 9325 W. Sahara Ave.
Phoenix, AZ 85008 Las Vegas, NV 89117

Phone: 602-393-5060 Phone: 702-730-2080



Email: briant@cawleyarchitets.com Email: chris@caicap.com

BACKGROUND/DISCUSSION

History
Date Description
June 21, 2005 Council approved Ordinance No. 1661 rezoning 255 acres from
Maricopa County Rural-43 to Town of Gilbert Single Family
Residential (SF-6, SF-7, and SF-35), Shopping Center (SC), and
Public Facility/Institutional (PF/I).
April 14, 2016 Design Review Board approved DR16-01 CST Corner Store #1642
and Fueling Facility (west of subject site).
March 7, 2018 Planning Commission approved DR17-1163: a new development
for HHB (north of subject site).
January 9, 2019 Planning Commission approved DR18-150 Shops Building at Riggs
Road (Phase I).
Overview

The subject property is a subset of a larger 16.64-acre commercial site located at the northeast
corner of Val Vista Drive and Riggs Road. Directly surrounding the subject site is the recently
approved 4.43-acre HHB retail development, an existing Circle K gas station, and the existing
American Leadership Academy, with this parcel as the final piece to complete the commercial
development. Although the commercial corner does not have an overall master site plan, the
development is designed to provide the level interconnectivity and design consistency usually
found with a master site plan.

The master site proposal consists of two new buildings to be constructed in two (2) phases on 1.11
acres within the larger commercial corner. Phase | is anticipated to house a dentist office and a sit-
down style restaurant and was approved by the Design Review Board in January 2019. Phase Il
initially submitted a Design Review application for a daycare but was unable to complete the
review process. Superstar Car Wash is proposing to take the place of the daycare on the Phase 11
parcel.

Surrounding Land Use & Zoning Designations:

Existing Land Use Existing Zoning Existing Use
Classification
North Shopping Center Shopping Center (SC) Vacant - Future HHB
Retail Development
South Community Commercial | Maricopa County RU-43 | Riggs Road then
Commercial Stables
East Shopping Center Shopping Center (SC) American Leadership
Academy
West Shopping Center Shopping Center (SC) Circle K
Site Shopping Center Shopping Center (SC) Vacant




Project Data Table

Site Development Regulations | Required per LDC Proposed
Maximum Height (ft.)/Stories 35/2 24/1
Minimum Building Setbacks
(ft.)
Front 25 25
Side (Nonresidential) 15° 40’ (east), 88’ (west)
Rear (Nonresidential) 15° 69°4”
Minimum Perimeter Landscape
Setbacks (ft.)
Front (Nonresidential) 25’ 25’

Side (Nonresidential) internal | 0°-15’
to master site plan

0’ (east), 0’ (west)

Rear (Nonresidential) 0’-15° 87
internal to master site plan
Landscaping (% of net lot area) | 15% 37%
DISCUSSION
Site

Vehicular connectivity — The two ingress/egress access points and east/west drive aisle were
approved and built with the gas station to the west. The site will have vehicular access to the future
HHB development to the north via a shared drive aisle on the west side of this site. Due to the
existing fence, there will not be any connections to the school on the east side.

Pedestrian connectivity — This site features pedestrian connections from Riggs Road as well as
from Circle K and the retail shops. The on-site pedestrian paths cleanly connect and transition to
established pedestrian connections on the surrounding developments.

Parking — Overall parking exceeds Town parking requirements.

Required Provided

Phase I: 26 spaces 40 spaces
Phase II: 3 spaces 34 spaces
Total: 29 spaces 74 spaces

Landscape

The landscape palette for Phase | is generally consistent with the surrounding uses by including
Desert Willows, Red Push Pistache, Hybrid Mesquites, Pink Oleander, Red Yucca, and other
desert landscaping. Superstar Car Wash has proposed a slightly different landscape pallete
consisting of Chinese EIms, Thornless Mesquite, Virginia Live Oaks, Yellow Bells, other various
shrubbery. Staff has requested the applicant’s chosen landscape pallete become more consistent
with the plant palette approved in Phase I, especially along the right-of-way.



Landscape coverage for Phase 11 amounts to nearly 37% of the lot. Landscaping along the Riggs
Road right-of-way shall be installed with Phase | or whichever phase is built first.

Grading and Drainage
The proposed grading and drainage plan is a combination of underground and above ground
storage primarily along the right-of-way landscape area.

Elevations, Floor Plan, Colors and Materials

The exterior elevations will be composed of concrete masonry units of alternating colors with
overlapping horizontal planes and varying parapet heights. Corrugated metal planes provide
additional color and texture. The car wash windows are articulated with flat metal awnings to
provide additional interest and details. The building is articulated both in plane and at the parapet
to form rectangular wall planes of varied colors.

The main portion of the building will have a flat roof, while the wash bay will be covered with a
shade material spanning between the wash bay walls. The vacuum bays and pay stations will be
covered with pre-engineered steel canopy frames with a fabric sun shade.

The applicant responded favorably to staff’s Pre-App comments and tried to incorporate the colors
and materials approved in Phase | (DR18-150) in the design.

The applicant has requested construction document at-risk. Staff would only support cd at-risk if
the applicant is able to address all 1%/2" review comments prior to cd submittal.

PUBLIC NOTIFICATION AND INPUT

The proposed project will not require public notice as specified under Land Development Code
(LDC) Section 5.602.A.3.

If after Study Session, the project has addressed all review comments and those brought forth by
the Planning Commission, the project may qualify for an administrative approval.

Per LDC Section 5.602.B.m., projects that do not require public notice yet require approval by the
Planning Commission/ Design Review Board may be approved administratively after the project is
discussed by the Planning Commission/ Design Review Board at a Study Session and final exhibits
meet review comments for code requirements.

REQUESTED INPUT
1.  General comments regarding architecture, site plan, landscape plan, and color palette.




Respectfully submitted,

J oIid @”f

Josh Rogers
Planner I1
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Attachment 1: Aerial Photo
January 8, 2020
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NOTICE OF ALTERNATE BILLING
CYCLE

This contract allows the owner o require
submission of bilings or estimates in biling
cycles other than thirly days. A wiitten
descripfion of such ofher billing cycle
applcable fo this project is available from
the owner or the owners designated agent
(see owners telephone number and address
on cover sheet) and the owner or fs
designated agent shall provide this wiitfen
descripfion upon request.

The architectural design, conception and
data presented herein represents an
instrument of service provided in connection
with the design build phased development
agreement for the exclusive use of Cawley.
Architects. Any ofher use or relecse of these
drawings may result in civil damages.

The sife plan has been prepared without the
benefit of a survey. Depictions may not be
accurate or fully reflect all dimensions, dota,
efc. which may affect the design and
usabilty of this site. All design shown here is
strictly conceptual.
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Project: 19115P
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Attachment 3: Landscape
January 8, 2020
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SUPER STAR CAR WASH

PRELIMINARY GRADING AND DRAINAGE PLAN

GILBERT, ARIZONA

A PORTION OF THE SOUTHWEST QUARTER OF SECTION 28, TOWNSHIP 1 SOUTH, RANGE 6 EAST
OF THE GILA AND SALT RIVER BASE AND MERIDIAN, MARICOPA COUNTY, ARIZONA
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THIS SET OF CONSTRUCTION PLANS HAVE BEEN SUBMITTED TO THE FOLLOWING UTILITY COMPANIES
FOR REVIEW AND TO DETERMINE ANY POTENTIAL CONFLICTS.

UTILITY COMPANY

COMPANY CONTACT

DATE SUBMITTED
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DR19-169 Superstar Car Wash
Attachment 5: Colors and Materials
January 8, 2020

Paint Mate >aint %7 [EF] Material: Canopy Fabric
Mclerlal PcInf Malencl Paint
| Material: Integral Block Material: Paint MO'G'IQ] Paint /Cfds Manuf: Gale Pacific
@ ’;"{?\:ngl(;ztzrgr?rluifcv @ Type: Split Foge @ Manufacturer; Dunn Edwordf Manufacturer. Dunn Edwards gojnufosctuf:er eDrt.mn Edwords gglr;trﬂo;;%ﬂzn Dunn Eciw il
G % d @ . 'Praci g 5 Path'’ olor: ‘Sunflow : S :
i i eriite Manufacturer; Superlite Color: 'Precious Pearls Color; 'Cobblestone : ; 107 Color: ‘Cherry Red
'C/cj!r;f gt)ﬁ(jj)c’;/'e Gﬁ‘igwr.‘ Color; ‘Bone' Color Number:DEW386 Color Number:DE6068 Color Number:DES391 Color Number:DEAT0

Material: Metal Screen
Manuf: McNichols
Color: ‘Stainless Steel’
Pattem: Perforated 4 Hole
1* Stagger (N.1.S)

R R R R R OB

b DR e e e g R v R e e e i P s T A e e et

[FL] Material: Pre-Finished Storefront
Manufacturer: Arcadia
Color: 'Clear Anodized'

S U P E RSTA R CA R WAS H ADDITIONAL MATERIALS i

NE.C.OF EAST RIGGS ROAD AND SOUTH [GL) Matera: insulated Giozing Mefal Cap

Manufacturer; PPG

VAL VISTA DRIVE,GILBERT, AZ ool Sy Refloctive, Painted Mefal Panel

Refer to A7 Bullding Elevation Manuf ATAS
Sheets for Glass specification Type: Box Rib
OCIOBENR, 14, 2019 and 12° x 12° sample
SRR Ny Painted metal Window C‘/" CAWLE
Surround ARCHITECTS

Ihe Attt Rendering & Materlal Specific rmom are for conceptual design only and should not be
refefred {0 as o constiuction document - See A7 Eullding Elevation Sheets for actual specifications
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DR19-169 Superstar Car Wash
Attachment 6: Elevations
January 8, 2020

\ :
0] "

STOREFRONT WINDOW
SEE WINDOW
ELEVATION SHEET

+ & - e

own

STOREFRONT WINDOW WINDOL STOREFRONT WINDOW
WINDOW @ @W SEE WINDOW
ELEVATION SHEET
@ PAY STATION ¢
SUPPORT BY
OTHERS
CANOPY FABRIC

AT PAY STATION

@ YACUUM STSTEM
SUPPORT BY

EAST ELEVATION

E® vACuH STSTEM OVERHEAD COILING OVERHEAD COILING [E0® vAcuH sveTEM
SireoRrey SECTION (scRERNED N_ T, pooR 6= DooR SOUTH ELEVATION NORTH ELEVATION  oee= seEDoOR Sieosrey
4 FRAME PAINT TO MATCH MATCH ADJACENT WALL MATCH ADJACENT WALL
MOHAVE BROWN FINISH FINISH
4) 1
3)
2,
N ST il )T
f hf !
| S m I 9
\ 7 AV
\@ YACUUM SYSTEM STOREFRONT WINDOW EQUIPMENT ROOM HM j @@ CANOPY FABRIC
PRSI EEN T CsmiRie WEST ELEVATION
[GL] « EFTl - Y.

GENERAL NOTES

1. SEE STRUCTURAL FOR LINTEL INFORMATION.
2. SEE DOOR SCHEDULE FOR DOOR HEIGHTS.
3. SEE STRUCTURAL FOR CONTROL JOINTS.

MATERTAL SAMPLE APPROVAL

1. PRIOR TO ORDERING, GC. TO PROVIDE
INDIVIDUAL SAMPLES OF ALL BUILDING COLORS
AND MATERIALS FOR REVIEW AND APPROVAL
BY THE ARCHITECT AND OUNER (le. PAINTED
CMu, ETC)

2. ALL INDIVIDUAL SAMPLES TO BE PRESENTED AT

ONE TIME, ONSITE IN SIZES OF NO LESS THAN
12" x 12"

MATERIAL KEY

IOOTH FACE REGULAR STRUCK

RUNNING BOND 8x8xle CMU
INTEGRAL - 'MOJAVE BROWN'

RUNNING BOND 12x8xle CMU
PAINTED

WINDOW SURROUND

PARAPET CAP

BOX RIB METAL PANEL

HOLLOW MTL DOORS/FRAMES PAINTED
TO MATCH THE SURROUNDING BLOCK
METAL FRAME AT SES.

ICHOL.

COLOR: 'STAINLESS STEEL'
PATTERN: PERFORATED 3" HOLE,
1" STAGGER

CANOPY TUBE- ARCHES
CANOPY FABRIC
SCREEN WALL / TRASH ENCLOSURE

STOREFRONT / GLAZING KEY

DATERIAL |
FRAMES

=1
3]

[ew]

COLOR

CLEAR
ANODIZED ALUMINUM
1/4" GRAY

GLAZING  [el]

INSULATED GLAZING SYSTEM SPECIFICATION

OLDCASTLE - 1" INSULATED GLAZING SYSTEM
U-FACTOR: 229

SOLAR HEAT GAIN COEFFICIENT (SHGC) : D18
OUTBOARD: 1/4" PPG SOLARCOOL BLUE
(SRF %2)

AIRSPACE: 112 (AIR FILL)

INBOARD: /4" PPG SOLARBAN 60 ON CLEAR
(SRF *3)

CAWLEY

ARCHITECTS

730 N. 52nd St. Ste. 203
Phoenix, Arizona 85008
P 602.393.5060

CawleyArchitects.com

XPIRES_03/31/2020

SUPERSTAR
CAR WASH

1660 E. RIGGS RD
GILBERT, AZ
85298

DATE

PRELIMINARY SITE PLAN
07-26-2019

1 'S' AT WINDOW LOCATIONS INDICATES
SPANDREL PANELS.

2. SEE WINDOW TYPES FOR LOCATIONS OF
TEMPERED GLASS.

COLOR KEY

MANUF. - INTEGRALLY
COLORED BLOCK:
MOHAVE BROUN'

'BONE'

MANUF. - DUNN EDWARDS
COLOR NAME:

'PRECIOUS PEARLS' DEW3ge
'COBBLESTONE PATH' DE6268
'SUNFLOWER' DES39!

'HOT JAZZ' DEAIDT

E ®C®|0®|© @@E

PRE-APP SUBMITTAL
08-02-2019

PRE-APP COMMENTS
08-23-2019

DR SUBMITTAL
10-11-2019

COMMERCIAL 25

'CHERRY RED'
VACUUM - POS POWDER PAINT COLOR
CANOPY ARCHES | 'BEIGE

PROVIDED BY VENDOR

1. SEALANTS FOR PROJECTS TO MATCH
ADJACENT MATERIAL COLORS - NO WHITE OR
OFF WHITE COLORS.

2. PAINTER TO PROVIDE TWO COATS SEALER TO
ALL EXPOSED NATURAL BLOCK, PRECAST
CONCRETE, UNPAINTED CONCRETE AND OTHER
MATERIALS AS REQUIRED TO PROVIDE A
WEATHER SEALED PROJECT.

3. GC. IS RESPONSIBLE FOR SUBMITTING ALL
PRE-MANUFACTURED MATERIALS AND COLORS

TO ARCHITECT FOR REVIEW AND APPROVAL.

4. GC. TO OBTAIN APPROVAL FROM UTILITY
COMPANY BEFORE PAINTING TRANSFORMER.

EXTERIOR ELEVATIONS

1/8"=1-0"

0 4 8 16
1 | I |

?

NOTICE OF ALTERNATE BILLING
CYCLE:

This confract allows the owner fo require
submission of billings or esfimates in biling
cycles other than fhirty days. A written
description of such other biling cycle
applicable fo this project is available from
ihe owner or the owner's designated agent
(see owners felephone number and address
on cover sheet) and the owner of its
designated agent shall provide this witfen
descripfion upon request.
———————————

The architectural design, conception and
dofa presented herein represents an
instrument of service provided in connection
with the design buld phased development
agreement for the exclusive use of Cawley
Avchitects. Any ofher use of release of these
drawings may result in civil domages.

The site plan has been prepared without the
benefit of a survey. Depictions may not be
accurate of full reflect all dmensions, data,
efc. which may affect the design and
wsabilfy of this sfe. All design shown here is
strictly conceptual

19115P

A7.1

Project:




DR19-169 Superstar Car Wash
Attachment 7: Floor Plans

January 8, 2020 GENERAL NOTES

1. DIMENSIONS AS NOTED IN THE DRAWINGS ARE
TO THE CENTERLINE OF INTERIOR PARTITION
WALLS AND TO THE INTERI FACE OF
EXTERIOR MASONRY, UN.O.

2. REFER TO MECHANICAL, PLUMBING, AND CAWLEY

ELECTRICAL DRAWINGS FOR ALL EQUIFMENT

LOCATIONS DIMENSIONS, AND OTHER ARCHITECTS
REGQUIREMENTS.

3. WHERE FLOORING HATERIALs CHANGE, THE 730 N. 52nd St. Ste. 203
CHANGE 15 OGCLR THE causﬁ.ms oF ix, Ari
THE DOOR o H_OOR by Phoenix, Arizona 85008
PRIOR TO INSTALLATION OF FLOOR covsamc« P 602.393.5060

4. MAINTAIN A MINIMUM OF 48' CLEAR

e D EMERGENCY EXIT AISLE TO CawleyArchitects.com

DESIGNATED EXITS.

5. VIDE LEVEL FLOOR OR LANDING ON EACH
elps HRESHOL $HALL BE

ALL DOORS.
LESS THAN 12' HIGH ¢ BEVELED

©. ALL FURRING WALLS AND CEILING CAVITY IN
TOILET ROOM ARE TO HAVE R-Il BATT
INSULATION/SOUND BATTS, UN.O.

7. SEE 86MA NON-STRUCTURAL/NON-BEARING
INTERIOR 8TEEL $TUDS 4 TRACKS DETAIL FOR
LIHITINC; HEIGHTS, GAUGE, 8PACING, 8EE SHEET

EXPIRES 03/31/2020

8. VAPOR BARRIER PER G.SN. AT RESTROOM,
EQUIPMENT ROOM, AND OFFICE.

} m} 3 VACUIM TSTEM BY OTHERS (NDER SEPARATE
FERMIT AS REQUIRED.

® ® O) ®

@ ® 9 (10 DRAWING LEGEND

133'-4' OVERALL LENGTH
g 14'-58" 14'-58' 14'-53" 14'-53" 14'-58" 14'-53" 14'-53" 14'-58" 14'-53" -8 —————— MU WALL SEE ELEVATIONS
32'-g8" - [2' MASONRY 32't@" - &' MASONRY 44'-8" - 12" MASONRY 24/-2" - &' MASONRY E==2= INTERIOR DEMISING WALL
le'-2' L le'-2' 32'-@' 2'-2" 32'-8" &'-2" e-o' ————= INTERIOR PARTITION SUPERSTAR
TETA unoou) ~o. | TETAL ynoou ] Mo | FETAL uNDoU ] e [ - CAR WASH
" ' — T | I
STRUCTURAL & RAL 12" MASONRYT WALL STRUGTURAL — DOOR NIMBER
SF ALUM. WINDGW. &' MASONRYT WALL SF ALUM WINDOW, 1 SEE STRICTURAL &F ALUM. WINDOWA :
STRUCTURAL- .|  DOORNUMBER
o AL ® SEE STRU gy DRAUNGS, TYP. MIL PANEL ® ;
BELOW X | BELOW \% ; ] BELOD [ | ® o) SHEET KEYNOTE
% 1 %  E— =] —— ,4®
( A 130'-0" - WASH BAY LENGTH i ; ,/ f— B O] WINDOW TYPE
r: . gggg?oum WALL 9 CONVETOR | S B BOX RIB & PARTITION TYPE KEY, SEE SHEET A20
I RUCTURAL = - 9 + /7 METAL PANEL VERIFT CUNER REGUIREMENTS FOR 1660 E. RIGGS RD
V Z (77777 777777 7777777777 ﬁ‘ﬁﬁ‘?/E/?’?/i/?/?/iﬁ‘??ﬁ‘ﬁ‘ﬁ‘ﬁﬁﬁﬁﬁﬁﬁﬁﬁﬁﬁ‘?ﬁ?ﬁﬁ?ﬂgﬁ?ﬁﬁ AT 77 7 qT= A 7 ACHED TO A AN
#&#gggfs,ss o e el et ettt et e o el e el et et ot e e e el el el oY == ] T CASEWORK ¢ EQUIPMENT GILBERT, AZ
////////////////////////// /] /////////////////////////////////////////////////////////////////////////////////////////////////////////////////////////////////// / / S ///// /// ERIT Q =l _|n
/Jz/z/Jz/z/z/z/z/azz Y I A P i ra WLLLIN. 1~ VI 3 SRS A & 34 40BC FIRE gxfmms..ER MOUNTED 85298
| WASH BAY [ ——— | 2 3 5l ON BRACKET o 48'
| 121 | ¥
I i F'ﬁ —T I w DETALL NUMBER
Q (5 RISER] | 3 ‘h O DETAIL KEY
| A STEEL SES
¥ T . ol ‘ = 4 FeRse GATE & e DATE
. y . oo, o1t / ; 9
L€ ‘ F5: 1 V . X B =
[= - = (I ] i WALL SECTION PRELIMINARY SITE PLAN
A T 5 L/ - o 3 DN ey T o g A 07-26-2019
I8% > ELECTLOZICAL 7-0Fp R N “21 s 1 H 2 vacur —< P%[) R excrion rmER EEFC;QZ;]S(;JBMIWAL
B , & L ® K . A
B i - & ILDING BECTION -
9 LECTRICAL s, % L e v I T\ ’ serrmee  PHILDING OF PREAPP COMMENT
\Le./ ¢ ING oMU WA Giz) CO S
E vF | ES L e ] ¥ 08-23-2019
) . | ABOVE = i 4@
- 2l _ L
L - ; - “@ A / < 3 @— - GRID BUBBLE DR SUBMITTAL
ROOF DRAN LEADERS, —| 1 K \ I; B J j . K 3 10-11-2019
TYP. SEE PLUMBING FLOOR 8INK, TYP 12* MASONRY VENDING MACHINES FDC T—TKNOX BOX -
| — SEE PLUMBING SEE STRUCTURAL BY EQUIFMENT .
SF ALUMINUM WINDOW —— MANUFACTURER 18" MASONRY WALL
SEE WINDOW FLOOR DRAINN, T 2'-0" SEE STRUCTURAL
SCHEDULE 5.4 154" | o-2 p-8| B5-4" @ 5“ 14'-2" SEE PLUMBING | 6'-2' ) %'-g' 1-4' 13-4 o'-8',
Mo, . ' - MO. T MO ™Mo !
SR 2 2'-0" El ;ﬁagNEY 12 T“—?z&-gNRT
FOR METAL FRAMING -2' s s o e o |2
AND INSULATION 13'-4 571'-4 8'-@ 19'-4 5'-4 4'-2'
INSTRUCTIONS IN 151'-4' OVERALL LENGTH
OFFICE

~
~
o
—
.\O
S~
:.D
~
—

®

NOTICE OF ALTERNATE BILLING
CYCLE

This contract allows the owner o require
submission of bilings or estimates in biling
cycles other than thirly days. A wiitten
descripfion of such ofher billing cycle
applcable fo this project is available from
the owner or the owners designated agent
(see owners telephone number and address
on cover sheet) and the owner or fs
designated agent shall provide this wiitfen

NOTE: Sorcrpion upantoquen
AT CAR WASH TUNNEL - Al — e
STEEL COLUMNS, BEAMS, ETC. The architectural design. conception and
SHALL BE PAINTED BEFORE dota presened herein represents an
insirument of service provided in connection
WRAPPING OR ENCLOSING WITH with fhe design buld phased development
EXTERIOR FINISH MATERIAL agreement for fhe exclusive use of Cawley
Architects. Any ofher use of release of fhese
(TYe) drawings may result n civi domages

The e plor hos bean prepared wihout the
Dot o & ey, Depictons may hot b6
BUILDING AREA cacutcto o fuly ot ol gmmendors dorc.
5305 SF. i which may affoctthe ceson amd
. iy o e s, Al Godan shown ners &
strictly conceptual

UNNEL INSIDE DIMS
L=152'-2", W=22'-2'

£ J\FLOOR PLAN

A2.1

Project: 19115P




DR19-169 Superstar Car Wash

Attachment 8: Lighting

January 8, 2020

FIXTURE_TYPE *S,

TYPICAL

TYPICAL U.N.O.

FIXTURE TYPE "SD"

FIXTURE TYPE "SC"
TYPICAL UN.O.

FIXTURE TYPE *SB"

TYPICAL U.N.O.

L |

/ J&ELECTRICAL SITE LIGHTING PLAN

WCALE s 1" = 20-0"

GENERAL NOTES - SITE

. REFER TO ELECTRICAL SPECIFICATIONS FOR ADDITIONAL REQUIREMENTS AND
COMPLETE CONTRACTUAL OBLIGATIONS.

. ELECTRICAL CONTRACTOR SHALL CONTACT TELEPHONE COMPANY REGARDING
EXACT LOCATION OF ALL PRIMARY SERVICE EQUIPMENT, TRENCH LOCATION, ETC.

. ELECTRICAL CONTRACTOR SHALL PROVIDE ALL NECESSARY TELEPHONE
TRENCHING, BACKFILL, AND CONDUIT STUBS INTO TRENCH AS REQUIRED BY
TELEPHONE COMPANY AND TO THEIR SPECIFICATIONS.

. ALL WIRING FOR OUTSIDE LIGHTING SHALL BE A MINIMUM OF #10 COPPER WITH
TYPE THWN INSULATION. RUN UNDERGROUND CIRCUITS IN P.V.C. AND PROVIDE A
#10 COPPER BOND IN ADDITION TO CIRCUIT CONDUCTORS. UNDERGROUND WIRING
SHALL COMPLY WITH APPLICABLE CODES OF THE NEC.

. ELECTRICAL CONTRACTOR SHALL PROVIDE NECESSARY SECONDARY CONDUCTORS,
POWER TRENCHING, BACKFILL AND CONCRETE PADS FOR TRANSFORMERS AND
SERVICE EQUIPMENT. ADDITIONALLY PROVIDE CONDUIT STUBS INTO TRENCH PER
POWER COMPANY SPECIFICATIONS AND REQUIREMENTS.

. ALL WIRING SHALL BE COPPER. WIRING #4 AWG AND LARGER SHALL BE XHHW
TYPE INSULATION.

~

o

IS

o

o

POLE MOUNTED FIXTURE DETAIL
S BT

©
N [~ POLE SHALL BE SQUARE,
o STRAIGHT STEEL, WITH
PROVIDE _: 4"x4" MINIMUM.
GROUND LUG HANDHOLE WITH TAMPER

AT HANDHOLE

BONDING OF

) PROOF SCREWS.
METAL POLE TO ){
E.G.C. (=

-/ BASE COLLAR WITH

GUSSETT PLATE.
(4) HOT DIPPED
GALVANIZED STEEL BOLTS
FURNISHED WITH POLE.

o_g”

FINISHED GRADE

PVC CONDUIT (SEE
PLANS FOR SIZE).

PER STRUCTURAL
SHOP_DRAWINGS.

|~~—— CONCRETE BASE AGAINST
WELL COMPACTED EARTH.

(DIA)

FIXTURE TYPE "SA"’

THE POLE CONCRETE BASE DETAIL IS SHOWN FOR ELECTRICAL ROUGH-IN AND
SHALL NOT BE USED FOR THE ACTUAL BASE CONSTRUCTION. POLE BASE SHALL BE
DESIGNED BY A REGISTERED STRUCTURAL PROFESSIONAL ENGINEER AND
CONSTRUCTED PER STRUCTURAL ENGINEERS SEALED CONSTRUCTION DOCUMENT.

NOTE: ELECTRICAL CONTRACTOR SHALL BOND METAL POLE PER NEC 410.30(B)(5)
AS SHOWN IN DETAIL.

LUMINAIRE SCHEDULE

PROVIDE 90 MINUTE EMERGENCY BATTERY BACK-UP FOR ALL EMERGENCY FIXTURES. SEE
SCHEDULE BELOW FOR SPECIFICATIONS AND LUMEN REQUIREMENTS.

2. MODULAR WIRING SYSTEM FOR LIGHT FIXTURES IS AN ACCEPTABLE ALTERNATE.
3. BASE BID FOR LUMINAIRES SHALL BE BASED ON MANUFACTURERS LISTED IN CONTRACT
DOC! N

UMENTS. UPON AWARD OF PROJECT. ALTERNATES PROPOSED BY CONTRACTOR SHALL
BE SUBMITTED WITH WRITTEN OWNER APPROVAI AN _INTEMI T T A ID.

4. ALTERNATE FIXTURE SELECTIONS MAY REQUIRE ADDITIONAL TIME FOR SUBMITTAL REVIEW
& POSSIBLE ENGINEERING DESIGN CHANGES, TO BE BILLED TO THE CONTRACTOR.

5. PROVIDE MINIMUM 10 MINUTE TIME DELAY ON EMERGENCY FIXTURES WHEN HID AREA
LIGHTING IS USED.
LAMPS
MANUFACTURER
MARK | WA ACUMBRER | voLTs ‘NFSZURT\/(M:/!;'_VWS REMARKS /MOUNTING
LITHONIA LED POLE MOUNTED FIXTURE. REFER TO
SA | DSXO-LED-P2-40K— [MVOLT - POLE MOUNTED FIXTURE DETAIL THIS
TSW—MVOLT-SPA 49w .
NORDEON LED
SB | VK—4-UNV—4000K— |MVOLT - 4' STRIPLIGHT AT VACUUM CANOPY.
4FT—PC—DF-DIM 37W
LITHONIA LED WALL MOUNTD LED AREA LIGHT.
SC | WST-LED-P1-40K [MVOLT - PROVIDE WITH 90 MINUTE BATTERY
—VW—MVOLT-E7WC 12w BACKUP WHERE NOTED ’EM".
LITHONIA LED
SC2| WST-LED-P1-40K |MVOLT - WALL MOUNTD LED AREA LIGHT.
—VF—MVOLT 120
LITHONIA LED
DMW2-L24-2000LM— .
SD | Arl vo—wvoLT-gz10- |MVOLT - 2' UNDER CANOPY FIXTURE.
40K—BOCRI oW
NOTE:
PRE—CURFEW DESIGN HOURS SHALL BE DEFINED FROM NOT LATER THAN
ONE HOUR AFTER BUSINESS CLOSING AND POST—CURFEW DESIGN HOURS
SHALL BE DEFINED AS NOT EARLIER THAN ONE HOUR BEFORE BUSINESS
OPENING. ALL EXTERIOR LIGHTS SHALL BE DIMMED BY 80% DURING
POST—CURFEW TO COMPLY WITH IECC 2018 C405.2.6. EXTERIOR LIGHTING
CONTROLS.

PRELIMINARY

RUC

NO'

FOR CONS'

ot 418428
Hawkins DesicN GROUP ne.

'TON

All concepts, designs and data indicated on these drawings are the sole property of
the Howkins Design Group Inc., ond shall not be used for any other purpose other
than originally intended without written permission of the enginser.

CAWLEY

ARCHITECTS

730 N. 52nd St. Ste. 203
Phoenix, Arizona 85008
P 602.393.5060

CawleyArchitects.com

SUPERSTAR
CAR WASH

N.E.C. OF E. RIGGS
ROAD AND S. VAL
VISTA DRIVE
GILBERT, AZ

85249

DATE

PRELIMINARY SITE PLAN
07-26-2019

PRE-APP SUBMITTAL
08-02-2019

PRE-APP COMMENTS
08-23-2019

DR SUBMITTAL
10-11-2019

NOTICE OF ALTERNATE BILLING
CYCLE:

This confract allows the owner 1o require
submission of bilings or esfimates in biling
cycles other than thirty days. A written
description of such ofther biling cycle
applicable 1o this project is available from
the owner o the owner's designated agent
(see owners felephone number and address
on cover sheet) and the owner o ifs
designated agent shall provide this wiitten
description upon request

The architectural design. conception and
dala presented herein represents an
insirument of service provided in connection
with the design build phased development
agreement for the exclusive use of Cawley
Architects. Any ofher use or release of these
drawings may result in civil damages.

The site pian has been prepared without he
beneflt of a suvey. Depictions may nof be
accurate or fully refiect all dimensions, data,
efc. which may affect the design and
usabilty of this ste. All design shown here is
stictly conceptual,

19115P

DR1.0

Project

IF DRAWING IS NOT PLOTTED AT 24 X 36 THEY ARE NOT FULL SIZE



Schedule

Symbol | Label |Quantity | Manufacturer Catalog Number Description Filename Lumens Per Lamp |Light Loss Factor| Watts
1 Lithonia Lighting DSXO LED P2 40K T5W MVOLT/ SSS DSXO LED P2 40K TSW MVOLT DSXO_LED_P2_40K_TSW_MVOLT.ies 6196 0.91 49
? SA 12.5° POLE ON 2.5' BASE
37 NORDEON VK—4000LM—4000K—4FT—-DF VK—=4000LM—4000K— 4FT—DF VK—4000LM—-4000K04FT—DF.IES 3843 0.91 36.35
- sC 7 Lithonia Lighting WST LED P1 40K VW MVOLT (FINISH) WST LED, Performance package 1, 4000 K, WST_LED_P1_40K_VW_MVOLT.ies 1659 0.91 12
visual comfort wide, MVOLT
- sc2 2 Lithonia Lighting WST LED P1 40K VF MVOLT(FINISH) WST LED, Performance package 1, 4000 K, WST_LED_P1_40K_VF_MVOLT.ies 1639 0.91 12
visual comfort forward throw, MVOLT
2 Lithonia Lighting DMW2 2000LM MD AFL MVOLT 40K 80CRI DMW2 L24 2000LM MD AFL MVOLT GZI 40K 8OCRI DMW2_2000LM _MD_AFL_MVOLT_40K 2536 0.91 18.78
o SD (GLEDS) _80CRI.ies

Statistics
Description Symbol Avg Mox Min Mox /Min Avg/Min
PLFC @ 5 X 0.1 fo 0.3 fo 0.0 fc N/A N/A
SITE FC AFG —+ 25f |186fc |00 fc N/A N/A
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N\
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/MLECTR\CAL SITE PHOTOMETRICS — PRE—CURFEW

\MCALE s 1" = 20-0"

POLE MOUNTED FIXTURE DETAIL

1 H]

J [=———— POLE SHALL BE SQUARE,
o L STRAIGHT STEEL, WITH
PROVIDE oy 4"x4” MINIMUM
GROUND LUG HANDHOLE WITH TAMPER
AT HANDHOLE: u‘/ PROOF SCREWS.
BONDING OF

BASE COLLAR WITH
METAL POLE TO ‘);_/cussm PLATE.
G.c - (4) HOT DIPPED
GALVANIZED STEEL BOLTS
FURNISHED WITH POLE.

FINISHED GRADE

PVC CONDUIT (SEE
PLANS FOR SIZE).

PER STRUCTURAL
|SHOP_DRAWINGS.; 2'-6"

CONCRETE BASE AGAINST
WELL COMPACTED EARTH.

FIXTURE TYPE "SA"’

THE POLE CONCRETE BASE DETAIL IS SHOWN FOR ELECTRICAL ROUGH-IN AND
SHALL NOT BE USED FOR THE ACTUAL BASE CONSTRUCTION. POLE BASE SHALL BE

DESIGNED BY A REGISTERED STRUCTURAL PROFESSIONAL ENGINEER AND

CONSTRUCTED PER STRUCTURAL ENGINEERS SEALED CONSTRUCTION DOCUMENT.

NOTE: ELECTRICAL CONTRACTOR SHALL BOND METAL POLE PER NEC 410.30(B)(5)
A

S SHOWN IN DETAIL.

PRE—CURFEW DESIGN HOURS SHALL BE DEFINED FROM NOT LATER THAN
ONE HOUR AFTER BUSINESS CLOSING AND POST—CURFEW DESIGN HOURS
SHALL BE DEFINED AS NOT EARLIER THAN ONE HOUR BEFORE BUSINESS
OPENING, ALL EXTERIOR LIGHTS SHALL BE DIMMED BY 60% DURING
POST—CURFEW TO COMPLY WITH IECC 2018 C405.2.6. EXTERIOR LIGHTING
CONTROLS.

Poiect 18428

PRELIMINARY

NOT FOR CONSTRUCTION

Hawkins DesicN GROUP ne.

85233
PH 480813 F 9001
ig.com
All concepts, designs and data indicated on these drawings are the sole property of
e Howios Desin Group i ond ahok ot be used o oey obter purpces othac
ally infended without written permission of the engineer.

CAWLEY

ARCHITECTS

730 N. 52nd St. Ste. 203
Phoenix, Arizona 85008
P 602.393.5060

CawleyArchitects.com

SUPERSTAR
CAR WASH

N.E.C. OF E. RIGGS
ROAD AND S. VAL
VISTA DRIVE
GILBERT, AZ

85249

DATE

PRELIMINARY SITE PLAN
07-26-2019

PRE-APP SUBMITTAL
08-02-2019

PRE-APP COMMENTS
08-23-2019

DR SUBMITTAL
10-11-2019

NOTICE OF ALTERNATE BILLING
CYCLE:

This confract allows the owner 1o require
submission of bilings or esfimates in biling
cycles other than thirty days. A written
description of such ofther biling cycle
applicable 1o this project is available from
the owner o the owner's designated agent
(see owners felephone number and address
on cover sheet) and the owner o ifs
designated agent shall provide this wiitten
description upon request

The architectural design. conception and
dala presented herein represents an
insirument of service provided in connection
with the design build phased development
agreement for the exclusive use of Cawley
Architects. Any ofher use or release of these
drawings may result in civil damages.

The site pian has been prepared without he
beneflt of a suvey. Depictions may nof be
accurate or fully refiect all dimensions, data,
efc. which may affect the design and
usabilty of this ste. All design shown here is
stictly conceptual,

DR2.0

Project: 19115P

IF DRAWING IS NOT PLOTTED AT 24 X 36 THEY ARE NOT FULL SIZE



Schedule
Symbol | Label |Quantity | Manufacturer Catalog Number Description Filename Lumens Per Lamp |Light Loss Factor| Watts
1 Lithonia Lighting DSX0 LED P2 40K T5W MVOLT/ SSS DSXO LED P2 40K T5W MVOLT DSXO_LED_P2_40K_T5W_MVOLT.les 6196 0.32 49
? SA 12.5° POLE ON 2.5" BASE CAWLEY
37 NORDEON VK—4000LM—4000K—4F T—DF VK—4000LM—4000K— 4FT—DF VK—4000LM— 4000K04F T—DF.IES 3843 0.32 36.35 ARCHITECTS
- sB Statistics _—
[ sc 7 Lithonia Lighting WST LED P1 40K VW MVOLT (FINISH) ailafi%mpéﬁf%‘é“&v%‘i“r““‘g 1, 4000 K, WST_LED_P1_40K_VW_MVOLT.ies 1659 0.32 12 730 N‘.SQnd. St. Ste. 203
4 Description Symboal Avg Max Min Max /Min Avg/Min Phoenix, Arizona 85008
- sc2| 2 Lithonia Lighting WST LED P1 40K VF MVOLT(FINISH) WST LED. Performance ?;::ak:vge"AJ.OL“TDOO K. WST_LED_P1_40K_VF_MVOLT.ies 1639 0.32 12 P 602.393.5060
2 Lithonia Lighting DMW2 2000LM MD AFL MVOLT 40K 80CRI DMW2 L24 2000LM MD AFL MVOLT GZ1 40K 8OCRI DMW2_2000LM _MD_AFL_MVOLT_40K 2536 0.32 18.78 PLFces X 00 fe o1 fe 0.0 fe N/A N/A -
L] sD (GLEDS) ~BOCRl.ies SITE FC AFG —+ 09 fc |65 fc 0.0 fc N/A N/A CawleyArchitects.com

POLE MOUNTED FIXTURE DETAIL
T H]
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¥ 0.0 0.0 0.1 (-.— 01 041 o041 0.3 03 03 032 02 i AT HANDHOLE U‘/ PROOF SCREWS.
0.0 FIXTURE TYPE *SA* 0.1 BONDING OF——_| BASE COLLAR WITH
. . TYPIGAL UNO. METAL POLE TO ){_/ GUSSETT PLATE.
0.1 G.C. - (4) HOT DIPPED
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o
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. xE PLANS FOR SIZE).
k 0.2 Dq
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the owner o the owner's designated agent
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"SAY

D-Series Size 0

LED Area Luminaire

dseries

Introduction

The modem styling of the D-Series is striking

yet unobtrusive - making a bold, progressive
statement even as it blends seamlessly with

its environment. The D-Series distills the benefits
of the latest in LED technology into a high
performance, high efficacy, long-life luminaire. The
outstanding photometric performance results in
sites with excellent uniformity, greater pole spacing
and lower power density. It is ideal for replacing up
to 400W metal halide with typical energy savings

| of 70% and expected service life of over

100,000 hours.

Spec
EPA:
Length:
Width:
Height; %
Height,: L
Weight 16 Ibs
(max): o519
A+ Capableptonsndicated
by this color background.
Ordering Information
DSXOLED

EXAMPLE: DSXO0 LED P6 40K T3M MVOLT SPA NLTAIR2 PIRHN DDBXD

R e e ——

DSIOLED | Forward optics WK 300K
n P4 P7 40K 4000K
R SOK 000K
2] P6
Rotated optics
P P2
L4 3

ns
™
T
e}
™
M

VS

Tielshort TV short MvoLT | shippedincluded

Tpelshort st TpeV medium 0 SPh Square pole mounting
Tpelimedum  TSW Typewide 208 [ Round pole mounting

Tpelishort BLC  Backight contol 20t WBA Wallbracket

Tpellmedum  1CCO  Leftcomeruoff m SPUMBA Squate pol niversal mounting adaplr
TpelVmedum RO Rightcomer cutoff Uy RPUMBA Round pol universl mounting adaptr®
Forvard thow 480 shipped separately

medum KMASDDBKDU  Mastarm mounting bacet adaptor
TipeV veryshort (speyfnish)

Shippedinstalled
NIAIR2  nlight AR generation 2enabled”

Highow, motin et e 15 mouning | Shipped installed ODBXD  Drkbronze
height, ambietsensorenabled a fc M5 House-sideshied B Black

Pl Hghow, motonvambentsens, 1530 moriing —
PIRHN Netwerk ighow moton/ambientsersx® : e et S Sogela(BZLIN' | DD latwatdrin
PR NEMAtwistlockecepace only (ot odeedseparte) REGH o it OF  Doublefuse (205,240, 450V) | DWHXD Whie
PERS Five-pineceptacenly (contol ordered sparte) " g, ambintsensorenabledat 1 190 Lefroutedopics DOBTXD  Tertured darkbrorze
PER7. Seven-pinceptac oy (eads et fure) (anol ordeed PRAIEGY g it snc 53 g | 190 Rtoied s OBLBAD  Tertured lck
. ] e ambentevoreniedat DL Diffused doplens” ONATXD  Tentred vl
0 g FAO Field adjustable Shij luminum
ipped separately
{control orderedsepaate) B dpies” DWHGXD Textured white
£GS  Benalglresheld”
050LED
' LITHONIA One Lithonia Way = Conyers, Georgia 30012 + Phone: 8007057378 = oo
LIGHTING. ©2011:2019 Acuty Brand Lighting, Inc. Al ightsreserved padiie
COMMERCIAL OUTDOOR
vSB*

NORDE

UIKING
LED Uaportight

FEATURES:

+ Designed in Germany, Made in the USA.

+ Slim design, made for LED

+ Short payback time, efficiency of >110 Im/W
* CSA Certified

*10% indirect uplight to the ceiling

@ &

www.nordeon-usa.com

UIKING // SPECIFICATION SHEET

PROJECT NAME TYPE

CATALOG NAME DATE

&Y Specifications

LUMEN EFFICIENCY (Im/W) up to 110 Im/W on system level
LED MODULE Philips Fortimo LED Line 1R up to 155 Im/W
LIFETIME 50,000 hours at flux decrease of 30%
3000K (warm-white), 3500K (warm-white), 4000K (neutral-white) and
COLORTEMPERATURE | 5000K (cookwhite). For other color temperatures, contact factory.
‘COLOR RENDERING INDEX | Ra >80
Philips Xitanium 0-10V, 120-277V
LEDDRIVER DALI optional
oprics Ofused, wid bea,rarow beam
LUMEN OUTPUT 4000 or 5000 Im for 4ft units
Brackets for 9
MATERIAL AND COLOR Glass fiber, reinforced polyester
(CSA/US for Damp locations
CERTIFICATION DesignLights Consortium® (DLC) qualified product. See listed models on page 2.
PROTECTION CLASS |
PROTECTION LEVEL P85
IMPACT RESISTANCE K08
FIXTURE DESCRIPTION INPUT RATINGS #
CAT. NO.
4t Nominal LED vaportight fixture: f2overmy
VK 4000k 0.32A0.15A
{4000 Im) 37W 60Hz
4ft Nominal LED vaportight fixture f2ovzrny
VK . 0.48A-0.21A
(5000 Im) 57W 60Hz
1/4

In a continuing effort to offer the best product possible we reserve the right to change, without notice, specifications or materials.
Technical specification sheets that appear on www.nordeon-usa.com are the most recent ones available.

*sc,

vsc2*

WST LED ]

Architectural Wall Sconce

a &R

Notes

Tpe

<<4+ Capable Luminaire

This item is an A+ capable luminaire, which has been

Specifications designed and tested to provide consistent color

Luminaire and sy level

Height: 8172 « All configurations of this luminaire meet the Acuity
Brands' specification for chromatic consistency

Width: o This luminaire is A+ Certified when ordered with
DTL® controls marked by a shaded background. DTL

Depth: DLL equipped luminaires meet the A+ specification

Welght: for luminaire to photocontrol interoperability1

feight:

« This luminaire is part of an A+ Certified solution
for ROAM® or XPoint™ Wireless control networks,
providing out-of-the-box control compatibility
with simple commissioning, when ordered with
drivers and control options marked by a shaded
background'

[ 11
—

Optional Back Box (PBBW)

To learn more about A+,

visit www.acuitybrands.com/aplus

See ordering tree for details.

A+ Certified Solutions for ROAM require the order of

one ROAM node per luminaire. Sold Separately: Link
to Roam; Link to DTL DLL

Optional Back Box (BBW)
Height: 4"

Width: 5172

For 3/4" NPT_ D

LITHONIA One Lithonia Wey + Conyers, Georgia 30012 = Phone: 800.279.8041 = WSTLED
LIGHTING. ©2011.2018 Acuity Brands Lightng, Inc. Alights reserved Rev. 0672118
*sC*, 'sc2*
A+ Capableptonsindicated
by this color background.
Ordering Information EXAMPLE: WST LED P1 40K VF MVOLT DDBTXD
WSTLED
(e Jreemneram [
WSTLED P1 1,500 Lumen package 2K 2700K VF Visual comfort forward throw MvoLT ar Shipped included
P2 3000 Lumen package 30K 3000K VW Vsl comfortwide o 7 (blank)  Surface maunting bacet
P3 6,000 Lumen package 40K 4000K 208 480 Shipped separately
0K S000K ue BBW  Suface-mounted backbo’

PBBW  Premium surface-mounted back box**

i

P Photoeectic cel, buton type E7WC Emergency batery backup, lon CEC complant (o DOBD  Darkbronze
PER NEMA twist-lock receptace only (controls ordered separate) ¢ Wy DBLUOD  Black
e R e e o et ETWHR  Remote emergency battrybackup, Non CEComplint | puaYD  Natwralauminum
PERT Seven-wite receptac only (conrols ordered separate) ¢ " i"’““"’ ‘;" ot v 2 DWHXD  White
PR Motion/Ambient Light Sensor, 8-15' mounting height o conptane P atpoel DSSXD Sandstone
PRIFGY (8-15' mounting heigh, e 0mc 18w DDBTID
PIRH 180° motion/ambientightsensr, 15-30' mounting height’ (ECcomplnt DBIBKD  Texwed back
PRHIFGY 1 15-30 mounting height, W EBWHR p.Non CECcompliont | DNATXD  Textured naural aluminum
Single fuse (120, 277, 347V} (remote 20W)’ DWHGKD  Textured white
OF Double fuse (208, 240, 480VY e Letside conduit entry DSSTYD  Textured sandstone.
s Dualswiching RE  Rghtsideconduitenry”
EZWH  Emergency battry backup, Non CEC compliant (TW)
Shipped separately
RBPW  Retofitbacklte
V6 Vandilquud
We  Wiegud
. NoTES 8 Reference Motion Sensor table.
Accessories 1 ML diver et on ‘ 9 Not ptions, PE or PER options.
s shpped sptely 10 Not available with 347/480V.
WSTVGEBWO0B0U  PremmStc - msedickbox 2 Slngle fise 57 e 120,277V or 47 Double s OF) 11 Battery pack rated for -20° to 40°C.
WSO Sofae mmmedot b res 208V, 240V, 12 Comes with PBBW.
e e 3 Ao mab 13 3years.
RAWDBOU  Rewotbacplne 4 Top conduit entry standar 14 Not avaible with BEW.
$ Need tospecy 120,208, 240«277veh=g= 15 Must order with ixture; ot an accessory.
s
Bronds oot St o ncloden
7 Notavaiable with VG or WG. Se PER Table.
Emergency Battery Operation
] thetics of the product.
rgency ud p of NFPA
po Joply power i lost, per
and ed bstructions.

The examples below show illuminance of 1 fc average and 0.1 fc minimum of the P1 power package and VF distribution product in emergency mode.

10°x10" Grdines,
8 and 12' Mounting Height

’ LITHONIA

WST LED P1 27K VF MVOLT E7TWH

WST LED P2 40K VF MVOLT E20WH

One Lithonia Way  Conyers, Georgia 30012 * Phone: 800.279.8041 + WSTLED
©2011.2018 Acuity Brands Lighting, Inc. Al rights reserved. Rev.06/21/18

LIGHTING.

*SD"

*SD"

VA L/THONIA LIGHTING [
FEATURES & SPECIFICATIONS .
INTENDED USE —For e
dlmlnlsh the integrity of acrylic and/or Click here for Aaryli

ympat ity table for suitable uses.

Certain airborne contaminants may adversely affect the functioning of LEDs and other
electronic components, depending on various factors such as concentrations of the
Contaminans vestation, and tempeatre at the endase focatin. Clck e for 3
list of substances that may not. Ds an lectroni
components.

CONSTRUCTION — One-piece SVA rated fiberglass hausing with integrl perimeter channel ti

becominga hindrance during intall.
OPTICS — Injection-malded, acryli " thick),
100% DR. F1 time. UV

ELECTRICAL — Tokes onepece ot assembly combinesLEDs and s nto o componen.

wiring connections.High-¢ emmcy e apete 450V afcred with 010 dinmig lwing

Designed owihstandup 02 SV 5KAper ANSI 82775205
L85t 60,000 hours.

INSTALLATION — Two-piece design makes installations faster than ever by simplifying vitng
connections.
wetlocation itings available for maximum flexibilty.

celing,wall o suspended mount.
Swivel stem(provided by others) when pendant mounting. Factory installed junction box option

LED Enclosed and Gasketed

DMW2

<S4+ Capable Luminaire

f-th
Quick Mount Bracket (QMB) ships installed on fixture and s for ent o P
installs,ideal for end to end installations or larger jobs. Commissioning.
LISTINGS — dCULstandards. .
NEMA it rated Seepage chromatic consistency
3forambients
NSF listed for Splash Zone l. . i A for nLight® or XPoint™ Wireless
igoli 0 qualified
Please check the DLC Listat QPL versions v .
e qualifed. Vit
WARRANTY *See ordering tree for details

www acuitybrands.com/resources/terms-and-conditions

Specificationssubjectto change without noice

DIMENSIONS

240(606)

Al imensions ae shownininches (centimeters)

unless othenwise noted.

374
(930

PHOTOMETRICS

Please see v thonia com.

INDUSTRIAL

DMW2 LED Wet Location

LITHONIA-DMW2-LINEAR-SURFACE-LED-ENCLOSED AND GASKETED

A+ apableaptions indicaed
bythis colo background.

nggn sslected Conslwith yoursles epesentatve.___ Example: DMW2 124 4000LM PCL MD MYOLT G210 40K 80CRI

Color Colorrendering
Series' Length | Nominal lumens Diffuser Distribution Voltage Driver temperature | index
OMW2 LEDwet [ 124 24 | 2000LM 2000lumens | ACL Aaryic W MO 1207V | Gzio oav | 30K 3000K | 80RI 80GRI
location 3000LM 3,000lumens | AFL Frosted acrylic distribution w v Dimming | 35K 3500K | 90CRI 90CRI
4000LM 40001umens | PCL Polycarbonate | WD Wide 08 2080 40K 400K
PFL Frosted distribution | 240 240 0K 5000K
Polycarbonate m o
47 v
480
Options.
PS1050 Emergency LED battery pack for 0°Cand up (s88 6BudNaumnlélimmmdslmghl MSITOXAWL10M DSCXAWL  Xpoint wireless integral motion sensor,
(1400 lumens), 10W, CA Title 20 noncompliant blade lug set, NEMA 4 rated On/Offoperation for motion sensing,
EIOWCP EM Self-diagnostics battery pack, 10W, Constant  (SgsL12  12'Brad Harrison 16/3 cord and staight ‘override Off due to daylight"
Power Certified in CA Title 20 MAEDBS ** blade plug set, NEMA 4X rated MSITONWL Low mount 360 integral motion sensor,
PMPEX vt (s8R NEMA X rated wetlocation, 0n/0f operaton”
avilabl with 5B opton) WM Nomeertified MSIO2L3VWL Low mount 36Dinteralmotion senso, wet
'WLFEND Wetlocation fitting (one ftting out end)* location, High/Low operation (3 level)"
WLFEND2  Wetlocaion itting (fttings out both ends)* s TonsTI0 tamper-resstantscrews MSTTONWLDSCHWL ow mount 360 ntegral mation sensor,
158 Junction box snap-bracket” STSL Stainlesssteel latches ‘wetlocation, On/Offoperation for mation
e Quick-mount celing bracket P 10KV surge protection device™ sensing, override Offdue todaylight”
589 6 white cord, 16/3, no plug, wet location® XAD ‘XPoint wireless relay*
Cs89L12 12" white cord, 16/3, no plug, wet location* i Generati low
‘mount motion sensor”
Notes
. Provided vith
Accessories: Order asseparae atalog umber. 2 158,
pecify 430V,
RKI TIOBITW/PINU. i TorxTX10, for tamper-resi i reject pr 25°C
DMW2WLF Wet location ftting 3. Notforfieldinstall.
DMW20MB Quick-mount celing bracket 4
5.
orsensors.
6. Notavalable with WLFEND, PS1050, S cordset,or M1 sensors
7. Notavaiable with other mounting options
8
9. Receptaci nly. Not availabl with PS1050.
10. Notavailable ith PS1050, XAD, SBOR & RSBOR.
i WLFEND2, XAD. ge.
2 Must
mﬁywmqe Minimum ambienttemperature -20°C
13, Notavailble with other exteral MSI sensors, WLFEND2, XAD

" LITHONIA LIGHTING'

INDUSTRIAL:  OneLithonia Way Conyers, GA30012  Phone: 800-315-4963  www ithonia.com

LITHONIA-DMW2- LINEAR-SURFACE-LED-ENCLOSED AND GASKETED

2015-2019 Acuity Brands Lighting, Ic. Allightsreserved  Rev. 04/22/19
Page 20f4
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CAWLEY

ARCHITECTS

730 N. 52nd St. Ste. 203
Phoenix, Arizona 85008
P 602.393.5060

CawleyArchitects.com

SUPERSTAR
CAR WASH

N.E.C. OF E. RIGGS|
ROAD AND S. VAL
VISTA DRIVE
GILBERT, AZ
85249

DATE

PRELIMINARY SITE PLAN
07-26-2019

PRE-APP SUBMITTAL
08-02-2019

PRE-APP COMMENTS
08-23-2019

DR SUBMITTAL
10-11-2019

NOTICE OF ALTERNATE BILLING
CYCLE:

This confract allows the owner o require
submission of billngs or estimates in billing
cycles other than thirty days. A written
description of such ofher biling cycle
applicable 1o this project is available from
the owner or the owner's designated agent
(see owners telephone number and adidress
on cover sheef and the owner or ifs
designated agent shall provide fhis wiitten
desctiption upon request.

The architectural design. conception and
dala presented herein represents an
insirument of service provided in connection
with the design build phased development
agreement for the exclusive use of Cawley
Architects. Any ofher use or release of these
drawings may resulf in civil damages.

The site plan has been prepared without the
beneflt of a suvey. Depictions may nof be

stricfly conceptual
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